SNMP_Protector Operation Manual
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1. Software introduction

SNMP_Protector is the software be used for UPS,SNMP to remote shutdown
protection,when UPS occurs “Mains input ,Battery low voltage,UPS shutdown
abnormal” ,SNMP_Protector would be activited to sent out shutdown command to

server & PC to switch OFF them.

Function introduction

1.1. General introduction

Software interface is composed of the following items:
(DMenu,
@Device list,

(3Dlarm information list;showing as below:

[ SNMP Protector = O X

Settings Language Help

£ E O

1022026 ® Time Object Event
1 2021-04-27 09:34:51 10.2.20.165 Communication connected
102207 @ 2 2021-04-27 09:34:51 10.2.20.26 Communication connected

@




1.2. Language setting

The default language setting is English,
(DPlease press the [Language] button,
(2)Select the language as English or Chinese accordingly.

[ SNMP Protector @ — O

Settings = Language Help

/ . II:E‘:r;gzlis.h @

Ti Object Event

1022026 @ e s e
1 2021-04-27 0%:34:51 10.2.20.165 Communication connected
102207 © 2 2021-04-27 09:34:51 10.2.20.26 Communication connected




1.3. Add Host

(1) Click the setting icon,

(2) Click [Add] button,

(3) Select SNMP v1/v2 (Default value is SNMP v1/v2,
(4) Fill out the Host (SNMP card) IP address,

(5) Click [Sure] button to finish the addition.

Note: Since the shutdown protection function is implemented by receiving trap alarm

messages, the computer that needs the shutdown protection functi

on should run the

shutdown protection software continuously. In addition, on the SNMP card page, set the

IP address of the computer that needs to be shut down. Set the path as: Parameter

Settings --SNMP--Trap. Enter the IP address of the computer that needs to be shut down

in the IP field, and set the version as SNMPv2 Trap.

@ SNMP Protectc — O S
Settings anguage Helg & Settings X
/ General
Host cemmection
Ti Host address SNMP port SNMP version
1 2021-04-2 1 10.2.20.26 161 SNMP v1jv2
2 2021-04-2 2 10.2.20.7 161 SNMP v1jv2
/ ndd Madi fy Remave
/ Yarning messages
@ 1 Fopup warning meszage
Bun application before shutdown computer
Pam Files (x86)/ESTAR-Tool/KSTAR-Tool. exe | Browse. ..
Maximum execution time: |89 |minute(s)
Sure Cancel I




/ General

Hozt conmection

LI ] [
MP port SMMP i
10.2.20.26 | [ Add % po version
@ 161 SNMP v1jv2
e / : 161 SNMP v1/v2
User name:
(B FPazszword:
D SHIE 3 @ Authenticate: MIS
Frivacy: DES
Host: [10.2.22.11 | ey | B rass Renove

.‘d Sure Cancel
@ shutdown computer
| = FESTAR-Tool. exe Erowss. ..

Maximum execution time: |89 | minutels)

Sure Cancel

1.4. Equipment modification

(1) Click the setting icon,

(2) Selected the modify Host,Click [Modify] item,

(3) Updated the Host information in the popup interface, such as SNMP Trap
type,IP,SNM port,community character string etc,

(4) Click [Sure] button,

(5) Click [Sure] button to close and finish the modification.




e anguage H @ settings X
/ General
‘ | Host connection L
e, il Host address ~ SNMP port  SNMP version & Modify
12021:042 | |1 1022026 161 SNMP v1/v2
10.2.20§ @
2 2021043 |2 102207 161 SNMP v1/v2 @ s vir0
3 10220166 161 SNMP v1/v2

10.2.20.160, @

® O sue +3 @

Uzer name
Password:
Authenticate: IS

Frivaoy IES

| [ ey

\ Host: [10.2.20. 168

Add Modi £ Remove

SHNP port: [161

| Communi ty: [publio

Warning messages

Popup warning message

Run application before shutdewn computer

Sure

/

Cancel

Fan Files (x86)/KSTARTool/KSTARTaol. exe | | Erowse...

P —— —

1.5. Host delete

(1) Click the setting icon,
(2) Selected the modify Host,Click [Remove] item,

(3) Deleted Host information in the popup interface and Clickl Sure] button,

/
@

(4) Click [Sure] button to close and finish the delete operation.




Help . B Settings % .

General

Host commection

Til Host address SNMP port SNMP version

1 2021-04-2 1 10.2.20.26 161 SHMP vlfv2

2 2021-04-2 2 10.2.20.7 161 SHNMP wifv2

10.2.20.166 @ ® 3 10.2.20.166 181 SHNMP vifv2
Aadd Maodi £ | Remove

B Information
ges

|®'| Are you sure to remove host 10.2.20.166
L N

I Mmesszage

Cancel tion before shutdewn cemputer

| kam Files (x66) ESTAR-Tool /ESTAR-Tool. exel . Browse. .

@ Maxcimum execution time: |89 |minute(s:'
\ Sure Cancel

1.6. Shutdown condition setting

(1 Click the setting icon -- Shutdown conditions;

(2) Set shutdown conditions:
a. "Abnormal Shutdown Time of Main Road" refers to the number of minutes after
the mains interruption occurs to shut down the computer/server;
b. Battery Low Shutdown Time indicates the number of minutes after the ups
battery low alarm is generated.
c. Power Off Capacity indicates that when the battery capacity is lower than a
certain percentage in the mains interruption state, shut down the PC or server
immediately.

® Click "sure" to close the setting box to complete the setting of shutdown

conditions.



1 B SMNMP Protector

T I S

n

- il =g 3 —

Settings Language Help
/ [ settings
General ntdown Condition
10204641 @ g7 chutdown time: inute(s)
attery low shutdown time: inutels)
/ AC failed shutdown capacith:
| | Cancel |

11-18 10:05:21 |

1.7. Events Log query

(5) Click the Log icon,
(6) Selected the inquiry data, press [Read] button,

(7) Showing the search result.



=]
=]

@
\

X

10.2.20.26 @ [ Event log \ x
102207 © Start date: [2021-01-01 ~ | End date: [2021-0427 ~| [ Read |I
s @ Date Host address Ewent Lo
1 2021-04-27 09:34:51 10.2.20.26 Communication connected
2 2021-04-27 09:34:51 10.2.20.165 Communication connected
3 2021-04-26 16:38:33 10.2.20.26 Communication connected
4 2021-04-26 16:38:33 10.2.20.165 Communication connected
5 2021-03-26 10:51:31 10.2.20.7 Communication connected
6 2021-03-26 10:51:31 10.2.20.165 Communication connected
7 2021-03-25 14:45:38 10.2.20.7 Communication connected
g8 2021-03-25 14:45:38 10.2.20.165 Communication connected
9 2021-03-02 13:37:53 10.2.20.7 Communication connected
10 2021-03-02 13:37:53 10.2.20.26 Communication connected
11 2021-03-02 13:37:53 10.2.20.165 Communication connected
3 v

Save as. .. Clear

0K

1.8.

Events Log export

(1) Click the [Save As] button to record the events and configuration,

(2) Click the [Read] button and choice the recorded type,

(3) It would be showing* Export Log success”,




Start date: |20Z0-11-01 v|End date: |E0Z1-04-30 -~

Read

Event

Communication connected

Communication connected

Communication connected

Communication connected

Communication connected

Communication connected

Communication connected

Communication connected

Communication connected

Communication connected

Communication connected

1022026 @
102207 @ Date Host address
@ Save eventlog
« * 4 i » ThisPC » Windows (C) v | B Search Windows (C2)
Organise ~ MNew folder
B Desktop i Name Date medified Type
£l Dociiments AppData 16/10/2020 15:39 File folder
& Downloads Intel 30/11/2020 08:18 File folder
J! Music KDubaSoftDownloads 1770472020 1513 File folder
[&] Pictures M50 Cache 26/08/2019 11:46 File folder
m Videos Mew Folder 03/12/2020 16:45 File folder
| 2. Windows (C) Perflogs 26/08/2020 23:11 File folder
| e Program Files 02/12/2020 14:24 File folder
= Local Disk (D) Program Files (x36) 17/04/2021 0412 File folder
= Local Disk (E) ProgramData 04/03/2021 08:10 File folder
wa Local Disk (F) sinnce ® 5/00/7071 13:44 File falder
v < >
File name: | test.xlsx
Save as types] KLSX file(*xlsx) \
~ Hide Folders : #‘ Save Cancel

E Information

=

Export log success !

2. Version information

Click [Help]) item—> [About] item,it would show the software version.




E SHMP Protector

= O
Settings Language Help
L T | EE——
Ti Object Event
1022026 @ o 3 S
1 2021-04-27 10:21:03 10.2.20.26 Communication connected
102207 @
10.2.20.166 @
2 About >

SHEP Protector +»1.0.2

Built on Jan 16 2022 20:34:55

The program 1s used for power off protection by SHME.

10 51 311 0
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